
Our extensive and growing customer base is 
testimony to the quality of its performance when 
an effective mix of low clearance, versatility and 
rigidity is called for.

Compact, light and mobile, the aluminium split-
frame solution was specifically developed for 
factory and construction deployment, as well as 
non-subsea pipeline maintenance. 

The LC Clyde can be deployed on pipes ranging 
from 2" to 48" diameter and on materials ranging 
from carbon steel to ductile iron. 

It cuts and bevels simultaneously – It has a 
proven track record in cutting inconel clad pipe – 
and can be pneumatically or hydraulically 
powered. 

The LC Clyde as a +/- 0.05mm welding 
preparation performance that meets the 
standards demanded in the automatic welding 
era – and eliminates the hidden costs of high 
weld failure rates.

In short, the mid-range solution that comes into 
its own when quality counts.

Quality performance 
on inconel clad pipe

Cuts 2" to 48" 
diameter pipe

The versatile non-
subsea solution

The Clyde Low Clearance (LC) Machine: possessing all the attributes common across our 
product portfolio – but with its own unique features and capabilities.

Combines mobility 
with Clyde-standard 
accuracy

Technical Specification: 

LC Clyde
Technical Specification 

LC Clyde



Our Clyde Range

 At Glacier Energy, we don’t just believe in the traditional values of engineering. 
They’re the cornerstones of our operations.

 That’s why our LC Clyde range of products is defined by strength, trust and 
reliability.

 We blend that philosophy with an innovative and adaptable approach to create 
solutions that reflect modern-day business imperatives. Solutions that are 
characterised by speed, accuracy and versatility.

 Our LC Clyde products, based on hydrostatic bearing technology, are built and 
delivered to meet the toughest operational tests and the sternest logistical 
challenges anywhere in the world.

 And because they’re cold-cutting machines, they’re helping our customers achieve 
the best possible health & safety standards.

Ø DIM 'A'

Ø DIM 'B'

Glacier Energy 
T: +44 (0)141 763 1516 

E: gms@glacierenergy.com

F: +44 (0)141 778 4872

Contact your local Glacier Energy 
office or find one of our 

international partners:

www.glacierenergy.com

MODEL No. UNIT PIPE RANGE DIM A DIM B DIM C  DIM D DIM E  DIM F DIM G1 DIM G2 SHIPPING UNIT SHIPPING 
SHORT EXTENDED STANDARD BLADE DIMENSIONS WEIGHT 
TB’S TB’S TOOLING TOOLING

LC 2-6 IMPERIAL 2.5”-6.625” 7.38 13.38 9.94 8.09 9.71 14.75 6.75 6.07 24x34x20 Lbs. 217.80
METRIC 63-168mm 187.30 339.70 252.40 205.40 246.70 374.70 171.50 154.10 .61x.61x.5m Kg. 99.00

LC 2-8 IMPERIAL 2.375”-8.625” 9.38 15.38 10.94 9.09 10.71 14.75 6.75 6.07 24x34x20 Lbs. 231.00
METRIC 60.3-219mm 238.10 390.50 277.80 230.80 272.10 374.70 171.50 154.10 .61x.61x.5m Kg. 105.00

LC 4-10 IMPERIAL 4.5”-10.75” 11.50 17.50 12.00 10.15 11.78 14.75 6.75 6.07 24x34x20 Lbs. 242.00
METRIC 114-273mm 292.10 444.50 304.80 257.80 299.10 374.70 171.50 154.10 .61x.61x.5m Kg. 110.00

LC 6-12 IMPERIAL 6.625”-12.75” 13.50 19.50 13.00 11.15 12.78 14.75 6.75 6.07 24x34x20 Lbs. 253.00
METRIC 168-324mm 342.90 495.30 330.20 283.20 324.50 374.70 171.50 154.10 .61x.61x.5m Kg. 115.00

LC 7-14 IMPERIAL 7”-14” 14.75 20.75 13.63 11.78 13.40 14.75 6.75 6.07 24x34x20 Lbs. 264.00
METRIC 178-355mm 374.70 527.10 346.10 299.10 340.40 374.70 171.50 154.10 .61x.61x.5m Kg. 120.00

LC 10-16 IMPERIAL 10.75”-16” 16.75 22.75 14.63 12.78 14.40 14.75 6.75 6.07 26x36x20 Lbs. 275.00
METRIC 273-406mm 425.50 577.90 371.50 324.50 365.80 374.70 171.50 154.10 .66x.92x.5m Kg. 125.00

LC 12-18 IMPERIAL 12.75”-18” 18.75 24.75 15.63 13.78 15.40 14.75 6.75 6.07 28x38x20 Lbs. 286.00
METRIC 323-457mm 476.30 628.70 396.90 349.90 391.20 374.70 171.50 154.10 .71x.97x.5m Kg. 130.00

LC 14-20 IMPERIAL 14”-20” 20.75 26.88 16.69 14.78 16.40 14.75 6.75 6.07 30x40x20 Lbs. 297.00
METRIC 355-508mm 527.10 682.60 423.90 375.30 416.60 374.70 171.50 154.10 .76x1x.5m Kg. 135.00

LC 16-22 IMPERIAL 16”- 22” 22.75 28.88 17.69 15.78 17.40 14.75 6.75 6.07 32x42x20 Lbs. 308.00
METRIC 406.4-559mm 577.90 733.40 449.30 400.70 442.00 374.70 171.50 154.10 .81x1.1x.5m Kg. 140.00

LC 18-24 IMPERIAL 18”- 24” 24.75 30.88 18.69 16.78 18.40 14.75 6.75 6.07 34x44x20 Lbs. 321.20
METRIC 457-610mm 628.70 784.20 474.70 426.10 467.40 374.70 171.50 154.10 .86x1.1x.5m Kg. 146.00

LC 20-26 IMPERIAL 20”- 26” 26.75 32.88 19.69 17.78 19.40 14.75 6.75 6.07 36x36x20 Lbs. 332.20
METRIC 508-661mm 679.50 835.00 500.10 451.50 492.80 374.70 171.50 154.10 .91x.91x.5m Kg. 151.00

LC 22-28 IMPERIAL 22”-28” 28.75 34.88 20.69 18.78 20.40 14.75 6.75 6.07 38x38x20 Lbs. 356.40
METRIC 558-711mm 730.30 885.80 525.50 476.90 518.20 374.70 171.50 154.10 .97x.97x.5m Kg. 162.00

LC 24-30 IMPERIAL 24”-30” 30.75 36.88 21.69 19.78 21.40 14.75 6.75 6.07 40x40x20 Lbs. 389.40
METRIC 609-762mm 781.10 936.60 550.90 502.30 543.60 374.70 171.50 154.10 1x1x.5m Kg. 177.00

LC 30-36 IMPERIAL 30”-36” 37.00 43.13 24.81 22.90 24.53 14.75 6.75 6.07 46x46x20 Lbs. 451.00
METRIC 762-915mm 939.80 1095.40 630.20 581.7 6230.00 374.70 171.50 154.10 1.2x1.2x.5m Kg. 205.00

LC 36-42 IMPERIAL 36”-42” 43.00 49.13 27.81 25.90 27.53 14.75 6.75 6.07 52x52x20 Lbs. 481.80
METRIC 915-1067mm 1092.20 1247.80 706.40 657.90 699.20 374.70 171.50 154.10 1.3x1.3x.5m Kg. 219.00

LC 42-48 IMPERIAL 
METRIC 

42”-48” 
1067-1219mm

49
1244.6

55.13
1400.3 782.6

30.81 28.9 30.53 14.75 6.75 6.07 60x23x36
Kg. 
Lbs. 

1.5x0.8.0.6m 
549.00
249.00734.1 775.5 374.7 171.5 154.2
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